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OVAL ENGINEERING INC.
We are a flow measurements specialist.

TOKYO KEIKI INC

OVAL shall create new values in every industrial fields based on “fine flow 

management” as OVAL’s core business.

OVAL exists for those who wish to support and raise “OVAL”.



1896          1901             1923                 1952                1963                      1971                1990   1999           2008     2019  

About TOKYO KEIKI

Company name TOKYO KEIKI INC.

Representative Tsuyoshi ANDO, President & CEO

Address 2-16-46, Minami-Kamata, Ohta-Ku, Tokyo 144-8551 JAPAN

Phone +81-3-3732-2111

Facsimile +81-3-3736-0261

Date of established May 1, 1896

Employees 1,400 (Group - approx)

Paid-in capital 7,217 million yen ( Net sales : 44,00 million yen 2018/3기준)
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K-band Non-contacting Radar Gauge

2 Wired Radar 

26GHz Radar Frequency

Easy Installation with any Flange  

KRG-10 Measurement Range 30m Max. (4”(DN100) Antenna)

측정 방식 마이크로파 펄스 레이더 방식

정밀도 ± 2mm (1” Rod Antenna : ± 3mm) 

압 력 1.5MPa Max.

온 도 -40℃～+200℃ Max.

보호 등급 IP66 / NEMA4X

방 폭 Ex d ia IIC T4  (ATEX / IECEx  KCs Ex d ia)

국내방폭 취득 국내전파법 취득



SAAS LAPTOP MOCKUP
put your great subtitle here특 징

정밀 펄스 측정방식

으로 정밀도

+/-2mm 구현

다중 에코 검출 기능

으로 독립적인 에코검출

데이터로 부드러운 수위

측정을 개선합니다.

노이즈 제거 기능으로

반응기 탱크 어플리케이션

에서 안정적으고 지속적인

레벨 측정을 달성합니다.

전체 측정 범위 검색모드

에서는 감지 속도를 높이

고 최대 2m/sec 레벨

변화를 추적하여 측정

합니다.

추가 용적 계산 모드는

탱크 부피를 계산 가능

하며, formula flowrate 

or flume flowrate

유량 측정도 가능합니다.

OVAL ENGINEERING INC.
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General Specification 
(Transmitter head)

General 
Specification

주파수 26GHz

빔 각도

8° （4inch Cone antenna & PTFE Sealing antenna）

12° (3inch PTFE Sealing antenna)

18° (2inch Cone antenna & PTFE Sealing antenna)

25° (1inch Rod antenna)

Measurement

최대 측정 범위
30m (4inch Cone antenna, PTFE Sealing antenna)
25m (3inch PTFE Sealing antenna)
10m (2inch Cone antenna, 2inch PTFE Sealing antenna)

정밀도
Cone & PTFE Sealing ± 2mm

Rod ± 3mm

분해능 ± 1mm

측정 주기 1s

추적 범위 2m/sec (Max.)

Display
5 digits LCD / 4 keys-menu-driven
(수위, 거리, 용적 (%), 유량, 아날로그출력등 표시내용을 선택)

Power Supply 
Signal Output

전원
(Loop-Powered)

EX ia/d (본질/내압방폭) DC18V～36V

EX ia (본질안전방폭) DC12V～30V

Non-Ex (비방폭) DC10.5V～36V

출력 4～20mA + HART7

경보 Hold, 22mA or 3.6mA selectable

Mechanical 
Specification

주변 온도 -40～+70℃(Non-Ex) / -40～+60℃(Ex)

탱크 압력 1.5MPa

탱크 온도 -40～+200℃

IP Class IP66, NEMA4X

ATEX
Ⅱ1G Ex ia ⅡC T4  Ga
Ⅱ1D Ex ia ⅢC 135℃ Da, IP66

Ⅱ1/2G Ex d ia ⅡC T4 Gb/Ga
Ⅱ2G Ex d ia ⅡC T4 Gb,IP66

IECEｘ / KCs
Ex ia ⅡC T4 Ga
Ex ia ⅢC 135℃ Da, IP66

Ex d ia ⅡC T4 Gb/Ga
Ex d ia ⅡC T4 Gb, IP66



4 inch Cone Antenna 2 inch Cone Antenna

Max. measuring Range     :    30M Max. measuring Range     :    10M

Process temperature   :   -40°C ~ +150°C Process temperature   :   -40°C ~ +150°C

Process pressure   :   -0.1MPa~1.5MPa Process pressure   :   -0.1MPa~1.5MPa

OVAL ENGINEERING INC.

General Specification 
(Cone antenna)

1. Window / Polycarbonate 7. Plug or Cable gland

2. Cover (display) / Aluminum 8. Plug

3. Cover (terminal block) / Aluminum 9. Flange lock nut / SUS304

4. Housing / Aluminum 10. O-ring

5. Label 11. Flange (option)

6. Ground terminal (M5) / SUS304 12. 2,4inch Cone Antenna / SUS316L



General Specification 
(PTFE Sealing antenna)

OVAL ENGINEERING INC.

4 inch PTFE sealing Antenna 3 inch PTFE sealing Antenna

Max. measuring Range     :    30M Max. measuring Range     :    25M

Process temperature   :   -40°C ~ +200°C Process temperature   :   -40°C ~ +200°C

Process pressure   :   -0.1MPa~1.5MPa Process pressure   :   -0.1MPa~1.5MPa

1. Window / Polycarbonate 7. Plug or Cable gland

2. Cover (display) / Aluminum 8. Plug

3. Cover (terminal block) / Aluminum 9. Flange lock nut / SUS304

4. Housing / Aluminum 10. O-ring

5. Label 11. Flange (option)

6. Ground terminal (M5) / SUS304 12. 2,4inch PTFE Sealing Antenna



General Specification 
(PTFE Sealing antenna)

OVAL ENGINEERING INC.

2 inch PTFE sealing Antenna 1 inch Rod Antenna

Max. measuring Range     :    10M Max. measuring Range     :    5M

Process temperature   :   -40°C ~ +200°C Process temperature   :   -40°C ~ +150°C

Process pressure   :   -0.1MPa~1.5MPa Process pressure   :   -0.1MPa~1.5MPa

1. Window / Polycarbonate 7. Plug or Cable gland

2. Cover (display) / Aluminum 8. Plug

3. Cover (terminal block) / Aluminum 9. Flange lock nut / SUS304

4. Housing / Aluminum 10. O-ring

5. Label 11. Flange (option)

6. Ground terminal (M5) / SUS304 12. 2,4inch PTFE Sealing Antenna
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Beam Area (Cone & PTFE)

Antenna 
Type

2” Cone
2” PTFE

3” PTFE
4” Cone
4” PTFE

1” Rod

Beam Angle 18° 12° 8° 25°

Distnace(m)

5m 1.6 1.1 0.7 2.2

10m 3.2 2.1 1.4 -

15m - 3.2 2.1 -

20m - 4.2 2.8 -

25m - 5.3 3.5 -

30m - - 4.2 -



OVAL ENGINEERING INC.

플랜지 치수 및 가공치수



2 inch Cone 4 inch Cone 2 inch PTFE 4 inch PTFE 1 inch Rod

OVAL ENGINEERING INC.

Accuracy (Cone & PTFE)
A：안테나 길이, H：불감대, Nz：근접대



Radar Level Gauge Application

LG Chemical / EG Plant

OVAL ENGINEERING INC.

SKInnovation / Agitator Tank KCC / solvent KOGAS / Water process liquid

Power plant / Coolant water Sewage plant / Digester Food / Soybean sauce River water
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SOFTWARE
KRG-10 LevelConfig

■ HART Software 한글화

- 기본 영어,일본어,한글 지원가능

■ 모니터링 / 로깅

- 소프트웨어에서 액면 에코 및 로깅데이터를 기록

저장 할 수 있습니다.

■ 더블바운스 제거

- 에코뷰어에서 더블바운스를 확인할 수 있으며,

- 거리를 설정하여 쉽게 이중바운스를 제거

■ 다중 노이즈 제거

- 다중 노이즈 테이블로 교반기 및 구조물에 대한

노이즈를 확인하여 노이즈에코를 제거 가능

■ Full-range search mode

- 고속으로 액면의 트래킹이 가능합니다.

OVAL ENGINEERING INC.



Thank you very much for your attention

We are a flow measurement specialist.

OVAL ENGINEERING INC

http://www.ovaleng.com

경기도 화성시 동탄역로 24-1

영업팀 박태현부장(2022-R02)
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